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CERTIFICATE OF CHEMICAL ANALYSIS No 03 – 26 

LOW ALLOY STEEL for spectrometric, combustion and wet chemical analysis 

 

SPL  CM-34A (PT 34/1B, grade S355J2G1W, DIN 1.8963) 

 

CERTIFIED VALUES – Mass content in %wt. 

 

Element 
Value Uncertainty   

Element 
Value Uncertainty 

[%wt.] [%wt.]   [%wt.] [%wt.] 

C 0.124 0.002  V 0.064 0.001 

Mn 0.970 0.005  Ti 0.039 0.001 

Si 0.092 0.002  Co 0.042 0.001 

P 0.0266 0.0005  As 0.0074 0.0003 

S 0.0287 0.0007  Sn 0.054 0.002 

Cu 0.393 0.003  B 0.0005 0.0001 

Cr 0.579 0.005  Ca 0.0005 0.0001 

Ni 0.585 0.003  Nb 0.043 0.001 

Al 0.049 0.001  Sb 0.0265 0.0007 

Mo 0.234 0.002  Zn 0.0128 0.0011 

W 0.033 0.002  N 0.0105 0.0005 

 

PARTICIPATING LABORATORIES: 

ARCELORMITTAL Avilés, Spain OCAS NV, Belgium 

ARCELORMITTAL Gijón, Spain SSAB BORLÄNGE, SWEDEN 

ARCELORMITTAL Poland S.A., Poland SSAB OXELÖSUND, SWEDEN 

CMC Poland, Poland ŠKODA  AUTO, Czech Republic 

COGNOR S.A. - Ferrostal Łabędy, Poland ŠKODA AUTO Battery Systems, Czech Republic 

COGNOR S.A., Poland TATA STEEL IJMUIDEN, Netherlands 

ČEZ - JE Temelín, Czech Republic TEDIKO, Czech Republic 

ČZ, Czech Republic U. S. STEEL Košice, Slovakia   

ENVIROLAB MIKE, Greece URZĄD DOZORU TECH. Gliwice, Poland 

ESAB CZ, Czech Republic URZĄD DOZORU TECH. Poznań, Poland 

FERONA, Czech Republic VÍTKOVICE TESTING CENTER, Czech Republic 

HUTA CZĘSTOCHOWA, Poland VOESTALPINE  STAHL DONAWITZ, Austria 

JSC Moldova Steel Works, Moldova VOESTALPINE  STAHL LINZ, Austria 

MM VÝZKUM, Czech Republic ZPS - SLÉVÁRNA, Czech Republic 
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CM-34A - ANALYTICAL DATA: 

 

 

Method C Method Mn Method Si Method P Method S Method Cu Method Cr Method Ni Method Al Method Mo Method W

OES-m. 0,115

OES 0,119

OES 0,119 OES-m. 0,0212*

OES 0,120 OES-m. 0,0217*

IR 0,120 OES-m. 0,0239

OES 0,120 IR 0,0250

IR 0,120 OES 0,0255 OES-m. 0,539* XRF 0,552*

OES 0,121 OES 0,934 OES 0,0258 OES-m. 0,355* OES-m. 0,544* ICP 0,552* OES-m. 0,194*

IR 0,121 OES 0,942 OES 0,0258 OES-m. 0,357* ICP 0,545* OES-m. 0,567 OES 0,225

OES 0,122 OES 0,949 OES 0,0261 XRF 0,357* ICP 0,555* OES-m. 0,571 OES 0,225

OES 0,122 OES 0,950 OES 0,082 OES 0,0263 OES 0,372* OES 0,566 OES 0,571 XRF 0,227

IR 0,122 OES 0,952 OES 0,083 OES 0,0234 OES 0,0270 XRF-m. 0,381 XRF 0,567 OES 0,573 OES-m. 0,230

OES 0,122 XRF-m. 0,953 OES 0,083 Titrimetric 0,0248 OES 0,0270 OES 0,381 OES 0,568 OES 0,574 Photom. 0,230

IR 0,122 XRF 0,956 XRF-m. 0,084 OES 0,0248 IR 0,0271 AAS 0,382 OES 0,568 XRF 0,576 OES 0,231

IR 0,123 ICP 0,957 OES-m. 0,086 OES 0,0249 OES 0,0274 XRF 0,386 OES 0,570 AAS 0,576 XRF-m. 0,232

OES 0,123 OES 0,958 ICP 0,089 OES 0,0252 IR 0,0274 ICP 0,386 XRF-m. 0,570 OES 0,579 OES 0,043 OES 0,232

OES 0,123 XRF-m. 0,960 OES 0,089 OES 0,0252 OES 0,0278 OES 0,387 OES 0,571 XRF-m. 0,579 OES-m. 0,044 OES 0,233

IR 0,123 OES 0,961 XRF-m. 0,089 OES 0,0253 OES 0,0279 OES 0,388 OES 0,572 OES 0,580 OES 0,044 OES 0,233

IR 0,123 OES 0,964 OES 0,091 OES 0,0254 OES 0,0280 OES 0,389 OES 0,572 OES 0,580 OES 0,044 OES 0,233

IR 0,123 OES-m. 0,965 OES 0,092 ICP 0,0255 IR 0,0280 ICP 0,390 XRF 0,573 OES 0,582 OES 0,045 OES 0,233

IR 0,123 OES-m. 0,967 XRF 0,092 OES 0,0257 OES 0,0282 XRF 0,390 OES 0,574 OES 0,582 ICP 0,046 OES 0,233 OES 0,026

IR 0,124 ICP 0,967 OES 0,092 OES-m. 0,0259 IR 0,0284 OES 0,391 OES 0,575 XRF 0,582 OES-m. 0,047 OES 0,233 OES 0,026

IR 0,124 OES 0,968 OES 0,092 OES 0,0260 IR 0,0284 OES 0,392 XRF-m. 0,576 OES 0,583 OES 0,048 OES 0,234 OES 0,027

OES 0,124 OES 0,968 OES 0,092 OES 0,0261 IR 0,0285 OES 0,392 OES 0,576 OES 0,583 OES 0,048 OES 0,234 OES 0,029

OES 0,124 OES 0,969 OES 0,092 OES 0,0261 OES 0,0286 OES 0,392 OES 0,576 OES 0,584 OES 0,049 XRF 0,234 OES 0,031

IR 0,124 OES 0,971 OES 0,092 OES-m. 0,0262 OES 0,0287 XRF 0,392 OES-m. 0,576 XRF 0,584 OES 0,049 OES 0,235 OES 0,031

OES 0,125 OES 0,972 OES 0,093 OES 0,0262 IR 0,0289 OES-m. 0,392 OES 0,577 Photom. 0,584 OES 0,049 XRF-m. 0,235 OES 0,032

IR 0,125 OES 0,972 OES-m. 0,093 OES-m. 0,0263 IR 0,0292 OES 0,393 OES 0,578 OES 0,585 OES 0,049 OES 0,235 OES 0,032

OES 0,125 OES 0,974 Gravim. 0,093 OES 0,0264 OES 0,0298 OES 0,393 Titrimetric 0,578 OES 0,587 OES 0,049 ICP 0,235 OES 0,032

OES 0,125 OES 0,975 OES 0,094 OES 0,0267 IR 0,0300 OES 0,393 OES 0,579 OES 0,587 OES-m. 0,050 OES 0,236 ICP 0,032

IR 0,125 XRF 0,975 OES 0,094 OES 0,0269 IR 0,0302 OES 0,394 AAS 0,579 ICP 0,588 ICP 0,050 OES 0,236 OES 0,032

OES 0,125 OES 0,975 OES 0,094 OES 0,0271 IR 0,0303 OES 0,394 OES 0,580 OES 0,589 OES 0,050 OES 0,236 XRF-m. 0,033

OES 0,126 OES 0,976 OES 0,095 OES 0,0271 OES 0,0303 OES 0,394 OES 0,580 OES 0,589 OES 0,050 XRF 0,236 OES 0,033

OES 0,126 OES 0,979 OES 0,095 OES 0,0276 OES 0,0305 OES 0,394 OES 0,583 OES 0,590 OES 0,050 OES 0,237 OES-m. 0,033

OES 0,127 OES 0,980 OES 0,095 OES 0,0277 IR 0,0305 OES 0,395 OES 0,583 OES-m. 0,591 OES 0,050 OES-m. 0,237 OES 0,034

OES 0,127 OES 0,980 OES 0,096 OES 0,0278 IR 0,0305 OES 0,397 OES 0,585 OES 0,591 OES 0,051 OES 0,238 XRF 0,034

IR 0,127 AAS 0,980 OES 0,097 XRF 0,0279 IR 0,0309 XRF-m. 0,399 XRF 0,585 XRF-m. 0,591 OES 0,051 OES 0,238 OES 0,034

IR 0,128 OES 0,981 OES 0,097 OES 0,0280 IR 0,0311 OES 0,399 OES 0,587 OES 0,593 OES 0,052 OES 0,239 OES 0,034

IR 0,128 OES 0,981 OES 0,098 OES 0,0282 OES 0,0311 OES 0,399 OES 0,588 OES 0,594 OES 0,052 OES 0,239 OES 0,035

OES 0,128 OES-m. 0,989 OES 0,099 OES 0,0284 OES 0,0313 OES 0,400 OES 0,589 OES 0,596 OES 0,053 OES 0,239 OES 0,037

OES-m. 0,128 OES-m. 0,990 OES 0,099 OES 0,0290 OES 0,0314 OES 0,402 OES 0,590 OES 0,596 OES 0,053 OES 0,240 OES 0,038

IR 0,129 OES 0,994 OES-m. 0,100 OES 0,0295 OES 0,0318 OES 0,403 OES 0,590 OES 0,596 OES 0,054 OES-m. 0,246 OES 0,039

OES 0,130 OES 0,998 OES-m. 0,109* OES-m. 0,0302 IR 0,0318 OES 0,407 OES 0,593 OES 0,600 OES 0,054 OES 0,251* OES 0,039

OES-m. 0,142* XRF 1,000 XRF 0,148* XRF 0,0328* IR 0,0321 OES 0,410 XRF 0,595 OES 0,609 OES-m. 0,055 ICP 0,251* XRF 0,065*

C Mn Si P S Cu Cr Ni Al Mo W

Value 0,124 0,970 0,092 0,0266 0,0287 0,393 0,579 0,585 0,049 0,234 0,033

sM 0,003 0,015 0,005 0,0015 0,0021 0,007 0,008 0,009 0,003 0,004 0,004

U 0,002 0,005 0,002 0,0005 0,0007 0,003 0,005 0,003 0,001 0,002 0,002

Method V Method Ti Method Co Method As Method Sn Method B Method Ca Method Nb Method Sb Method Zn Method N

OES-m. 0,055*

OES-m. 0,060 OES-m. 0,036

OES 0,061 OES-m. 0,037

OES 0,061 OES-m. 0,037

OES 0,061 ICP 0,037 OES 0,049 OES-m. 0,031*

ICP 0,062 OES 0,038 OES 0,050 OES 0,039

OES 0,062 OES 0,038 OES-m. 0,035* OES 0,050 OES 0,040

AAS 0,062 OES 0,038 OES 0,036* XRF 0,050 OES-m. 0,041

OES 0,062 OES 0,038 OES 0,040 XRF-m. 0,052 OES 0,041

OES 0,063 OES 0,038 AAS 0,040 OES 0,052 OES 0,041 OES 0,0047*

OES 0,063 OES 0,038 OES 0,040 XRF-m. 0,052 OES 0,042 OES 0,0087

OES 0,063 OES 0,038 OES 0,041 OES 0,052 OES 0,042 TCM 0,0098

OES 0,063 XRF-m. 0,039 OES 0,042 OES 0,053 XRF-m. 0,042 OES 0,0098

XRF-m. 0,063 OES-m. 0,039 OES 0,042 XRF 0,0063 OES 0,053 OES 0,0003 OES-m. 0,042 OES 0,0101

OES 0,064 OES 0,039 OES 0,042 OES 0,0064 OES 0,054 ICP 0,0003 OES 0,042 TCM 0,0101

OES 0,064 OES 0,039 ICP 0,042 OES 0,0065 OES 0,054 OES 0,0004 OES 0,043 OES 0,0101

OES 0,064 OES 0,039 OES 0,042 OES 0,0067 OES 0,054 OES 0,0004 XRF-m. 0,043 OES 0,0200* TCM 0,0101

OES 0,064 OES 0,039 OES 0,042 OES 0,0068 OES 0,054 OES 0,0004 OES 0,0003 OES 0,043 OES 0,0212* OES 0,0101

OES 0,064 OES 0,039 OES 0,042 OES 0,0069 OES 0,054 OES 0,0004 OES-m. 0,0004 OES 0,043 OES 0,0239 TCM 0,0101

OES 0,064 OES 0,039 OES 0,042 OES 0,0070 OES-m. 0,054 OES 0,0004 OES 0,0004 OES 0,043 OES 0,0250 OES 0,0104

OES 0,064 OES 0,039 OES 0,042 OES-m. 0,0070 OES 0,055 OES 0,0005 OES 0,0004 OES 0,043 OES 0,0251 TCM 0,0104

OES 0,064 OES 0,040 OES 0,042 OES 0,0070 OES 0,055 OES 0,0005 OES 0,0004 OES 0,043 OES 0,0252 OES 0,0104

OES 0,064 OES 0,040 OES 0,042 OES 0,0072 OES-m. 0,055 OES 0,0005 OES 0,0004 OES 0,043 OES 0,0254 TCM 0,0105

OES-m. 0,065 OES 0,040 OES 0,042 OES 0,0072 XRF 0,055 OES 0,0005 OES 0,0004 OES 0,043 OES 0,0258 OES 0,0105

OES 0,065 OES 0,040 OES-m. 0,043 OES 0,0073 OES 0,055 OES 0,0005 OES 0,0004 XRF 0,043 OES 0,0260 OES 0,0085 TCM 0,0106

OES 0,065 OES 0,040 OES 0,043 OES 0,0073 OES 0,055 OES 0,0005 OES 0,0004 OES 0,043 OES 0,0261 OES 0,0098 TCM 0,0106

OES 0,065 XRF-m. 0,040 OES 0,043 ICP 0,0073 ICP 0,055 OES 0,0005 OES 0,0005 OES 0,043 XRF 0,0262 OES 0,0108 TCM 0,0106

OES 0,065 OES 0,040 OES 0,043 OES 0,0074 OES 0,055 OES 0,0005 OES 0,0005 OES 0,043 OES 0,0263 OES 0,0119 TCM 0,0106

OES-m. 0,066 OES 0,041 OES 0,043 OES 0,0075 OES 0,055 OES 0,0006 OES 0,0005 OES 0,043 OES 0,0267 OES 0,0122 TCM 0,0107

OES 0,066 OES 0,041 OES 0,043 OES 0,0076 OES 0,056 OES 0,0006 OES 0,0005 ICP 0,044 OES 0,0269 OES 0,0129 OES 0,0109

XRF 0,066 OES 0,042 OES-m. 0,043 OES 0,0079 OES 0,057 OES 0,0006 OES 0,0005 OES-m. 0,044 OES 0,0270 OES 0,0131 OES 0,0110

XRF-m. 0,066 XRF 0,042 OES 0,043 OES 0,0080 OES 0,057 OES-m. 0,0006 OES 0,0005 XRF 0,045 OES 0,0273 OES 0,0132 TCM 0,0112

XRF 0,066 OES 0,043 OES 0,043 OES 0,0084 OES 0,057 OES 0,0006 OES 0,0005 OES 0,046 XRF 0,0277 OES 0,0134 OES 0,0112

ICP 0,067 XRF 0,044 ICP 0,044 OES-m. 0,0084 OES-m. 0,057 OES 0,0007 OES 0,0005 OES 0,050* ICP 0,0277 OES 0,0136 TCM 0,0113

OES 0,067 XRF 0,046* OES-m. 0,044 OES 0,0084 OES-m. 0,061* OES 0,0008* OES 0,0006 OES 0,059* OES 0,0288 OES 0,0139 OES 0,0119

OES 0,073* ICP 0,047* XRF 0,045 XRF 0,0086 OES 0,062* OES 0,0009* OES-m. 0,0009* XRF 0,075* OES-m. 0,0303 OES 0,0143 OES 0,0122

V Ti Co As Sn B Ca Nb Sb Zn N

Value 0,064 0,039 0,042 0,0074 0,054 0,0005 0,0005 0,043 0,0265 0,0128 0,0105

sM 0,002 0,002 0,001 0,0007 0,002 0,0001 0,0001 0,001 0,0015 0,0018 0,0007

U 0,001 0,001 0,001 0,0003 0,002 0,0001 0,0001 0,001 0,0007 0,0011 0,0005



COMMENTS: 
Value – reference value, sM – standard deviation of intralaboratory means (* - result excluded as outlier) 

U – Uncertainty of the reference value Ms
n

t
U 

05,0;5
 in the sense of the ISO Guide to the Expression of the 

Uncertainty of Measurement (1993), dependent on the standard deviation of the laboratory results. 

Certified fully compliant with the ISO 17034 definition of Reference Material – with the  

characterization for determining the property values and their associated uncertainties. 

Intended for calibration, matrix-match verification and statistical process control of low alloy 

steel spectrometric analysis from a plane of solid sample. They may not substitute CRM in 

a statement of metrological traceability, method validation. A single analysis area of at least 

4 mm in diameter defines the minimum sample intake. They may be used for combustion 

and wet chemical methods too.  

Manufactured by casting to a special ingot with discarding of the parts, which have been 

suspected inhomogeneous and the rest has been machined to the samples of the ultimate size.  

Supplied as discs 37 mm in diameter and  25 mm of standard height.  

Homogeneity (random and trend, within- and between- samples) was tested by various 

analytical techniques of adequate repeatability. Its uncertainty contribution, when 

statistically significant, was combined to the ultimate uncertainty statement. The RM are 

stable by a nature of material. 

Characterised by results from SPL proficiency test PT 34/1B - laboratories by various 

spectrometric methods (AES spark, glow discharge, XRF) and alternative methods 

(combustion, thermoevolution, wet chemical) standard methods, with measurements 

metrological traceabled to adequate CRM. Identity of PT participating laboratories is 

confidential. 

Reference materials reported by participants: NIST SRM 1761A–1766, 1763B; BCS/BCS-SS 387, 

401/2, 431, 456–460, 483; BAS 055-2; LECO 501-503, 501-504, 501-505, 501-506, 501-644, 501-676, 502-

863, 502-990; MBH 12X15252R, 12X12700A, 13A, 14A; IMŻ/IMZ 1.73–1.78, 55/1A, 57, 58, 61-1, 74B, 75, 

76, 103A, 103D, 111, 112A, 117; ČKD 164–168, 180–189, 215; AR 664, 657, 660, 875, 951, 213D; GSO 

U1m, UNL 3v; MSO 456/2, 18207a; BS 34A, 80D; SUS RE12, G RH 34/27; SPECTRO RH 18/39, RH 18/62; 

SPL 301A, 302A, 305A, 306A, 307A, CM-3B, CM-4B, CM-6B, CM-8B, CM-16B, SST-4B, LA-3G; SPL PT 

7/1, PT 8/5, PT 19/2A, PT 26/6, PT 30/1C, PT 33/1B; CRM CZ 2004A. 

Certified values in % m/m, tabulated below in bold, are robust means of a minimum five 

accepted laboratory  means. They are rounded to the same digit as their uncertainty 

statement. 

Uncertainty  is expressed as a ± half width interval combined from the standard uncertainty, 

expanded by the coverage factor k = 2 (corresponding to 95% level of confidence). It does 

not exceed 1,5 multiple of the typical uncertainty of the matching CRM. 

Non-certified values in regular without the uncertainty statement do not meet the requirements 

for certification and are intended for the matrix information.  

User instruction: the surface of the specimens and RM should be prepared  in a similar manner 

in accordance with manufacturer´s instructions of spectrometers. RM should be stored in dry 

and non-corrosive conditions. 

 

Produced by: SPL-LABMAT s.r.o.   

 

Responsible person: Martin Bogumský 

 

Issued in Bohumín in June 2026                                         

 


